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Individual/Organisational name: Silver Lake Resources 

Regulations Chapter 9: Mines 

Part 9.1  

Regulation Comment 

  

Part 9.2 

Regulation Comment 

9.2.37 (3) The requirement for 2 means of exiting the mine workings in addition to the hoisting shaft and any other normal exit may not necessarily 
improve the ability of underground workers to exit the mine via an emergency exit in steeply dipping ore bodies that have a limited strike 
extent. The additional exit may of some practicable use in flat lying, shallow ore bodies, as may be typical of some underground coal 
seams, but the construction of a second emergency exit should be assessed on a mine by mine basis subsequent to a thorough risk 
assessment conducted at the request of the mine holder or the mine operator.   

Part 9.3  

Regulation Comment 

  

Other Comments 

 

 

 

Codes of Practice  

Roads and Other Vehicle Operating Areas 

Section/page 
number 

Comment 

  

Managing Naturally Occurring Radioactive Materials in Mining 

Section/page 
number 

Comment 
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The Mine Records 

Section/page 
number 

Comment 

  

WHS Management Systems in Mining 

Section/page 
number 

Comment 

  

Inundation and Inrush Hazard Management 

Section/page 
number 

Comment 

  

Emergency Response in Australian Mines 

Section/page 
number 

Comment 

  

Strata Control in Underground Coal Mines 

Section/page 
number 

Comment 

  

Ventilation of Underground Mines 

Section/page 
number 

Comment 

  

Survey and Drafting Directions for Mine Surveyors 

Section/page 
number 

Comment 

  

Health Monitoring 

Section/page 
number 

Comment 
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Mine Closure 

Section/page 
number 

Comment 

  

Ground Control in Open Pit Mines 

Section/page 
number 

Comment 

  

Ground Control for Underground Mines 

Section/page 
number 

Comment 

  

Underground Winding Systems 

Section/page 
number 

Comment 

  

 

 


